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Shenzhen Kaadas Intelligent Technology Co.,Ltd reserves all rights for 
the final interpretation to this user manual. 

�All design and specifications are subject to change without notice. 

[iJ I CAUTIONS

This section contains important information to ensure the user's safety and 
prevent potential damage to property. Please, read this section carefully and use 
the product accordingly. 

fLlS,Rmll lh 
1. Master PIN Code: Default Master PIN code is [12345678],please modify ii immediately. 
2. User PIN Code: It can be 6-12 digits number. You can register and up to 10 users. 

User Number User Type Notes 
00 - 04 
05 - 08 

09 

Normal User • Permanent 
Temporary User • Invalid after using one time or in safety mode 

Duress User • Working with wireless module when duress event occurs 

3. Card: II is optional. Maximum capacity is 100 with user number [00-99]. 
4. Fingerprint: Maximum capacity is 100 with user number [00-99] 
5. Be sure to correctly match the poles(+/-) when installing the batteries. Install the batteries 

with the correct poles(+/-). 
6. Replace all batteries immediately after they run out of power, and never mix new batteries 

with used ones. 

Model 

K9-2 

K9-5 

Overview 

Open Door Index 

PIN Code - 6.1.1 

Card - 6.1.3 

PINCode - 6.1.1 

Fingerprin t - 6.1.2 

Card - 6.1.3 

Menu Table 

5.1 Enroll User PIN Code 
5.3 Enroll Card 
5.4 Delete User PIN Coda 
5.6 Delete Card 
5.7 Opening Mode Setting 
5.9 Change Master PIN Coda 

5.1 Enroll U5ar PIN Coda 
5.2 Enroll Fingerprint 
5.3 Enroll Card 
5.4 Delete User PIN Coda 
5.5 Delete Fingerprint 
5.6 Delete Card 
5.7 Opening Mode Setting 
5.9 Change Master PIN Code 

Menu Access 

Master PIN Code 

Master PIN Code 
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Lock body Deadbolt 
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Key override 

(fi\AhSllli IH 
The product components used may vary depending on the installation environment 
and model number. 
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This described package content is for reference only, the real products should be 
considered as final. I f  some components lost, please check with the sellers. 

Number Item name Quantity Remark 

Outside escutcheon 

2 Inside escutcheon 

3 Lock body 

4 Screw pack 

5 User manual 

6 Warranty card 

7 Key box 2 keys 

8 Strike plate and dust cover 

9 Installation template 

10 Mounting plate 

11 RFID Card 2 

1. Battery cover {1 pc) 6. Lock Body (1 pc) 
2. Mounting Screw (1 pc) 9. Connecting Screw Bolt (1 pc) 
3. Inside Escutcheon Assembly (1 pc) 10. Outside Escutcheon Assembly (1 pc)
4. Pressure Spring (1 pcs) 11. Rubber Plug (1 pc)
5. Square Shafi (2 pcs) 12. Mounting Screw{1 pc) 
6. Mounting Plate Screw (4 pcs) 13. Connecting Screw Boll {4 pcs) 
7. Mounting Plate (1 pc) 

El I Before Instal latio n

Confirm open direction II This product can be installed on left-in, left-out.right-in, and right-out doors. 
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Change open direction 
Please change position of screws according to open direction. 

Right-in Left-in 
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1.Please choose correct screw pack according to your door ttiickness. 
2.Default screw pack is for door thickness 36-60mm, please contact our dealer if other 

screw pack required. 

� I Instal latio n

Ill Mark and drill bores by using the installation 
template first. then fix the mortise into 
the door frame 
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E Fix 5 screw bolls on the front escutcheon, 
place square shaft and pressure spring 
Into the bore . 

Spring: the screw bait big end is downward 

Ill Tighten the 4 screws to fix the mortise 
lilia on the door. 

Notice· 
Keep deadbolt 
inside cf lock body during 
installation 
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II Pass Lhe connec_Lion wire through the 
Lop bore.Then align and insert square 
shaft into mortise holes to ake the 
front escutcheon 
against

.
the door 

closely 
"st"a�

e

--,,I; � 

y-

�'� '"''"'"" Notes: 

. 

Select the square shafts and screw bolts with 
proper length according to door thickness range. 
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Install the mounting plate with fixing 
screws tightly against the door surface 

Insert the connecting wires of front 
escutcheon Into the related 
sockets of the back escutcheon. 
Then align and inll8rt .,, �, ... ,.. '"'· 

I
mortise hole, malte 
the back escutcheon 
against Iha door '>'\closely. 
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Install the batteries and the battery cover. 
Covers the rubber plug, then install 
the striker assembly to finish Installation. 

Note: 
After Installing the striker assembly, 
please check If the lock works smoothly 
by opening/closing door. 

11!!1 Place square shaft In the back 
liiil escutcheon In proper order. 

Shaft 

II Tighten the 2 fixing screws. 

• 

E Please check push-pull handle, safe 
handle switch_ and mechanical key if 
they are working proparly. 

Note: 
Test if mechanical key works smoothly 
after installation. 

� I How to set up  your pro du ct

Ell How to access into master mode

0 

Ell Menu table

1.UserSettlng 
2.Syotem Setting 
3.Systom Quory 
4.Functlon Extension 
5.BluetoothSettlng 

tAotii♦ 

. Touching the keypad area will light up number pad. 

2. Press[* I (•twice) , then enter master PIN code 

[defalul is 1234567 6] with end of [ # ]. Voice
prompt "Master mode" 

Change master PIN code is required immediately 
for menu operation. 

Press[1] 

Press[2] 

Press[3] � 

Press[4] 

Press[5] 

K9-5 

1 Enroll User PIN Code 
2 Enrcll Fingerprint 
3 Enroll Card 
4 Delete Uoer PIN Code 
5 Delete Flngerp�nt 
6 Delete Card 
7 Opening Mode Setting 
9 Change Master PIN Cade 

3 Volume Setting 
4 Language Setting 

1 Syotem Query 

1 Join Network 
2 Log off Network 

1 ConnectBluotooth 
2 Disconnect Bluetooth 
3 D i sable Bluetocth 

K9-2 

1 Enroll User PIN Code 
3Enrolleard 

o, 4 DeleteUurPIN Code 
6DeleteCard 

7 Oponing Made Selling 
9 Chango Master PIN Code 

(Optional) 

. You can operate following the voice guide. 
2. The length of both master PIN code and user PIN code is 6-12 digits 
3. Enter [ 400#] will get Serials Number. 

User settings 

Enroll User PIN Code 

1 

1 ' ' 
4 5 6 
7 8 9 

1 ' ' 
4 5 6 
7 8 9 

# 
# 

Access into master mode, press [1] for user 
setting .Then press [1] to enroll user PIN code. 

Enter 2 digital user number (00-09), 
and confirm with[#] key. 

Enter user PIN code (6-12 digits), and confirm 
with[#] key; Then repeat above operations . 
Voice prompt of "settings succeed", 

Normal User [05-08] : Temporary User [09] : Duress User 

Enroll Fi ngerp rint(op tional) 
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1 2 3 
4 5 6 
7 8 9 

¼hiil 

# 

Access into master mode, press [1] for user 
setting.Then press [2] to enroll user 
fingerprint. 

Enter 2 digital u ser number (00-99), 
and confirm with[#] key. 

Place your finger on the fingerprint sensor, 
then take away your finger after voice prompt 
"Remove finger and scan again". 
Repeat above steps multiple times until 
voice prompt "settings succeed". 

Refer to 1 Cautions.[00-94] : Regular fingerprint [95-99] : Duress fingerprint 

Enroll Card 

1 2 3 
4 5 6 
7 8 9 

3 

# 

Access into master mode, press [1] for user 
setting. Then press [3] to enroll user card. 

Enter 2 digital user number (00-99), 
and confirm with[#] key. 

Place card on the card icon area until 
beep sound and voice prompt 
"settings succeed" • 
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