
5427 G2 / 5427 G2 Mob
Card Scanner

Key Features
•  Keyboard Wedge   

  - Flexible con� guration of data structures and output modes    

 - Human Interface Device (HID) protocol allows reader con� guration 

    through host in keyboard Wedge mode    

 - Extended keyboard boot option for devices with limited 

    USB device handling capabilities    

•  Broad Credential Support   

 - Available with Bluetooth interface to be used with 

   HID mobile access credential for IT Access    

•  Enhanced Lifecycle Management   

 - Easy � rmware updates, con� guration setting utilizing a Web interface, 

    SNMP messages and con� guration cards    

- 1 -

5427 G2 5427 G2 Mob
Bluetooth functionality WITHOUT BLUETOOTH WITH BLUETOOTH

Protocols and Cards HF
T=CL, MIFARE®, iCLASS®   /   ISO 14443A/B - up to 848 kbps (depending on card)
iCLASS SE and Seos (can read data only / no writing)   /   Felica (only UID)    /    NFC Tag (1, 2, 3, 4, 5)

Protocols and Card LF HID Prox (FSK), Indala (PSK), EM 41xx (ASK), Hitag 1,2, S (Hitag)

Supported Functions N/A Mobile Access Service

USB Interface USB 2.0 Full Speed Device (12 Mbps) / USB 3.0 extended operability, tested with hubs/controllers

Connector / Cable USB Type A connector; 59.1" (150 cm) cable

Operating Systems
Windows 10/8.1/8/7/Server 2016/Server 2012/ Server 2008R2 Linux Debian 6.0+ /
Ubuntu 11.04+/ Fedora 15+; Open SUSE 11.4+ Mac OS X, Android™ 4.x to 9.x

PC/SC Driver CCID native driver from operating system (Windows/Linux/Mac)

Keyboard Driver Native driver from operating system supporting MF-102 keyboard (Windows/Linux/Mac)

Supported APIs PC/SC - API, SAM - API

Status Indicator Dual Colour Led (White + Blue)

Housing
Poly Carbonate
Cover Black / Body Light Grey
Card Holder for card presence operation

Dimensions 2.79" x 3.66" x 0.63" (71 mm x 93 mm x 16 mm)

Weight ~100 g (3.53 oz)

Operating Temperature 32° - 131° F (0° - 55°C)

Operating Humidity 10-95% rH (not condensing)

Storage Temperature -4° - 176° F (-20° - 80°C)

Meantime Between Failure (MTBF) 500.000 hours

Compliance / Certification USB 2.0

Regional certifications CE, FCC, UL, KCC, RCM

Environmental WEEE, RoHS3, Reach


